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Drawing 1 Drawing 2

Drawing 3

DVAC1217

D r a w i n g A B C D E

N u m b e r L e n g th W i d th H e i g h t O u te r  B o l t  C e n te r B o l t  H o l e
D V A C -2 2 0 1 8 . 3 " 5 . 1 " 5 . 4 " 2 . 4 4 "  -  2 . 9 1 "  x  4 . 1 7 0 . 2 8 "
D V A C -4 4 0 2 8 . 5 " 5 . 1 " 6 . 2 " 2 . 4 4 "  -  2 . 9 1 "  x  4 . 1 7 0 . 3 5 "
D V A C -6 9 0 3 1 0 . 2 " 6 . 1 " 7 . 0 " 3 . 1 5 "  x  4 . 3 3 " 0 . 4 3 "

D V A C -1 2 0 0 3 1 3 . 3 " 6 . 6 " 6 . 6 " 4 . 1 3 "  x  5 . 5 1 " 0 . 5 1 "
D V A C -1 7 0 0 3 1 3 . 3 " 6 . 6 " 8 . 3 4 . 1 3 "  x  5 . 5 1 " 0 . 5 1 "
D V A C -2 3 0 0 3 1 5 . 6 " 8 . 2 " 8 . 3 4 . 7 2 "  X 6 . 6 9 " 0 . 6 7 "
D V A C -3 1 0 0 3 1 5 . 6 " 8 . 2 " 8 . 3 4 . 7 2 "  X 6 . 6 9 " 0 . 6 7 "
D V A C -5 1 0 0 3 1 7 . 6 9 9 . 6 4 . 7 2 "  X 6 . 6 9 " 0 . 6 7 "

D im e n s io n s
M o d e l

2-Pole  / Single  Phase

Electrica l Performance
Voltage Amps KW HP RPM  Max Force (lbs) W eight (lbs)

DVAC-220-2M 115 1.30 0.10 0.13 3450 220 10
DVAC-690-2M 115 3.48 0.27 0.36 3450 650 22

2-Pole  / 3-Phase

Electrica l Performance
Voltage Amps KW HP RPM  Max Force (lbs) W eight (lbs)

DVAC-220-2 230/460 0.36 / 0.18 0.10 0.13 3450 220 10
DVAC-440-2 230/460 0.70 / 0.35 0.18 0.24 3450 380 15
DVAC-690-2 230/460 0.90 / 0.45 0.27 0.36 3450 650 22
DVAC-1200-2 230/460 1.94 / 0.94 0.50 0.67 3450 1075 35
DVAC-1700-2 230/460 2.48 / 1.24 0.66 0.89 3450 1550 36
DVAC-2300-2 230/460 3.90 / 1.95 0.95 1.27 3450 2050 48
DVAC-3100-2 230/460 4.50 / 2.25 1.30 1.74 3450 3000 49
DVAC-5100-2 230/460 7.88 / 3.94 2.40 3.22 3450 5000 148
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